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CONSTRUCTION DETAILS: GENERAL NOTES;
A, INSTALL 10" PEDESTAL POLE (CUT TO 5') WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, AUDIBLE TACTILE PUSHBUTTON 1, THE CONTRACTCR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION.
AND SIGN. (NOTE: 1-2 IN. PVC SCHEDULE 80 CONDUIT BEND). 2. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS.
B. INSTALL 2 IN.PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
C. REMOVE EXISTING PAVEMENT MARKING. UPON COMPLETION OF THE NEW SIGNAL.
D. INSTALL 12 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALK. 4, THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS
E. INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE, AND PROPERLY LABEL EACH CABLE.
F. INSTALL PROPOSED SIGN ON 4"x 4° WOOD POST. - 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT.
G. INSTALL PROPOSED SIGN ON 4"x 68" WOOD POST, [F ANY UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
H. USE EXISTING HANDHOLE. 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED
) USE EXISTING CONDUIT SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFEED IN MD
K USE EXISTING SIGNAL GABINET AND CONTROLLER 816,03, MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
' ' INSTALLATION OF ALL SIGNAL EQUIPMENT. -
L LAJEJE EST(';\T'SN?N SST'ELTAI':]EWLEE SDPE”E\)[\T'RYX:\TES@"&LAEE :J;ACHED EQUIPMENT. REMOVE EXISTING PEDESTRIAN SIGNAL HEADS, PUSHBUTTONS 7. THE CONTRACTOR SHALL CONTACT MR. ROBERT RICKETTS AT (301) 279-1291 TO DELIVER APS EQUIPMENT e O AT
: : FOR TESTING.
M. USE EXISTING SIGNAL POLE, SPAN WIRE AND ALL ATTACHED EQUIPMENT.REMOVE EXISTING PEDESTRIAN SIGNAL HEAD, PUSHBUTTON AND SIGN. 8. THE CONTRACTOR SHALL CONTACT MR. KAMAL HAMUD (240) 777-8761 AT LEAST 72 HOURS PRIOR TO BEGINNING WORK. DEPARTMENT OF TRANSPORTATION
INSTALL NEW PEDESTRIAN SIGNAL HEAD. 9. THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN ACCESSIBILITY TO ALL STATE HIGHWAY ADMINISTRATION
N. USE EXISTING SIGNAL POLE, SPAN WIRE AND ALL ATTACHED EQUIPMENT.REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND SIGN. OTHER QUADRANTS, OFFICE OF TRAFFIC & SAFETY
INSTALL NEW PEDESTRIAN SIGNAL HEAD AND 1-3 IN.PVC SCHEDULE 80 CONDUIT BEND. 10. THE CONTRACTOR SHALL NOT DEACTIVATE OR MAKE ACTIVE ANY PEDESTRIAN SIGNAL WITHOUT COORDINATING TRAFFIC ENGINEERING DESIGN DIVISION
P. USE EXISTING SIGNAL POLE, SPAN WIRE AND ALL ATTACHED EQUIPMENT. WITH MONTGOMERY COUNTY TRAFFIC ENGINEER. MD 119 (GREAT SENECA HIGHWAY) AT
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